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LED panel
Téleso:
Bile lakovany (RAL 9003) hlinikovy ramecek
Opticky systém:

UQ Svétlovodiva akrylatova deska
UQN Svétlovodiva akrylatova deska + Nanoprizmaticky kryt

LED (&):

Mid Power LED
3...tepla bild 3000K
4....studend bila 4000K
5....denni svétlo 5700K

El. vystroj:

proudovy LED driver

ND - nestmivatelny (standard)

DIM - analogové stmivatelny 1-10V DC
DALI - digitélné stmivatelny DALI

Rozmérové verze
UQ..A600 - ¢tverec do rastru 600x600mm
UQ..A625 - ¢tverec do rastru 625x625mm

Moznosti instalace:

Panely UQ je mozno instalovat jako vestavné do mineralniho podhledu
nebo jako pfisazené pomoci rAmecku UQRAM, moznost zavésné
instalace.

Pfislusenstvi:

UQRAMG600 - rdmecek pro pfisazenou montaz svitidel modulu 600
UQRAM®625 - ramecek pro pfisazenou montéz svitidel modulu 625
ZHUQ22 - zavésna sada UQ (2m)
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UQA
LED panel
Body:
White painted (RAL 9003) aluminium frame
Optic:

UQ Transluce acrylic desk
UQN Transluce acrylic desk + Nano-prizma cover

LED (&):

Mid Power LED

3...warm white 3000K
4....cold white 4000K
5...daylight 5700K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

Version (body shape)
UQ..A600 - square into raster 600x600mm
UQ..A625 - square into raster 625x625mm

Installation way:

Recessed installation into modular ceilng 600 or 625mm
Surface installation using a mounting frame UQRAM
The possibility of suspension installation

Accessories:

UQRAMG600 - Frame for surface installation MODUS UQ, modul 600
UQRAM®625 - Frame for surface installation MODUS UQ, modul 625
ZHUQ22 - Suspension set (2m)

ZHQU22 UQ + UQRAM




Kodové oznaceni svitidla / codes: UQ4A600/700ND
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UQRAM600 602 602 582 450
UQRAMG625 627 627 607 450
600 625
w Im Im/W
A B A B kg
UQ&A /700 33 3700 112
596 596 622 622 4,2
UQ&A /1050 50 5200 104
UQN&A /700 33 3300 100
596 596 622 622 4,7
UQN&A /1050 50 4600 92

& -3 =3000K, 4 =4000K, 5 = 5700K,

Uvedené udaje mohou byt béhem platnosti tohoto katalogu bez upozornéni zménény.

Im — svételny tok svitidla / luminaire light output

Vypadek jednotlivého LED cipu, odchylka svételného toku a pfikonu svitidla +/-10% jakoz
i teploty chromati¢nosti +/-200K jsou v souladu s platnymi standardy pipustné a nejsou diivodem k reklamaci svitidla. | Due of MODUS program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of

1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




