
MASTER LEDlamps
DimTone
MAS LEDbulb DT 15-100W A67 E27 827 FR

Product data

• General Information
Cap-Base E27
Bulb Shape A67 [ A 67mm]
Main Application Industrial
Nominal Lifetime
(Nom)

25000 h

Switching Cycle 50000X
B50L70 25000 h

• Light Technical
Color Code 822-827 [ tunable warm white]
Luminous Flux
(Nom)

1521 lm

Luminous Flux
(Rated) (Nom)

1521 lm

Color Designation Warm White (WW)
Correlated Color
Temperature (Nom)

2200-2700 K

Luminous Efficacy
(rated) (Nom)

101 lm/W

Color Consistency 6 steps
Color Rendering
Index (Nom)

80

LLMF At End Of
Nominal Lifetime
(Nom)

70 %

• Operating and Electrical
Input Frequency 50 to 60 Hz
Power (Rated)
(Nom)

15 W

Lamp Current (Nom) 84 mA
Wattage Equivalent 100 W
Starting Time (Nom) 0.5 s

Warm Up Time To
60% Light (Nom)

0.5 s

Power Factor (Nom) 0.7
Voltage (Nom) 220-240 V

• Temperature
T-Case Maximum
(Nom)

105 °C

• Controls and Dimming
Dimmable Yes

• Approval and Application
Energy Saving
Product

Yes

Suitable For Accent
Lighting

No

Energy Efficiency
Label (EEL)

A+

Energy Consumption
kWh/1000 h

15 kWh

• Product Data
Full product code 871869655555200
Order product name MAS LEDbulb DT 15-100W A67 E27

827 FR
EAN/UPC - Product 8718696555552
Order code 929001184402
Numerator - Quan-
tity Per Pack

1

Numerator - Packs
per outer box

6

Material Nr. (12NC) 929001184402



Net Weight (Piece) 0.131 kg

Dimensional drawing

C

D Bulb A21 230V18W-100W 1521lm2700KE27D
Product D C

MAS LEDbulb DT 15-100W A67 E27 827 FR 70.6 mm 137.2 mm
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Photometric data

SL19468 2015-10-13

Bulb A21 230V18W-100W 2700K E27 DIM 929001184400

1 x 1521 lm

Light output ratio 1.00
Service upward 0.41
Service downward 0.59

CIE flux code 24 49 75 59 100

UGRcen (4Hx8H, 0.25H) 26

Polar intensity diagram
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Utilisation factor table
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Quantity estimation diagram
nr. of luminaires
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UGR diagram
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General Uniform Lighting
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