


W lm lm/W
600 625

kg
A B R S A B R S

QN&A  /700 35 3750 107
596 596 515 515 622 622 540 540 4,5

QN&A  /1050 55 5600 102

QN&B  /350 18 1900 106
596 296 515 215 X X X X 2,8

QN&B  /500 26 2600 100

QN&C  /700 35 3750 107
1196 296 450* X X X X X 4,6

QN&C  /1050 55 5600 102

W lm lm/W
600 625

kg
A B X Y R S A B X Y R S

QPN&A  /700 35 3750 107
596 596 170 170 X 380* 622 622 170 170 X 380* 4,5

QPN&A  /1050 55 5600 102

QPN&B  /350 18 1900 106
596 296 300 90 450* X X X X X X X 2,8

QPN&B  /500 26 2600 100

QPN&C  /700 35 3750 107
1196 296 410 90 450* X X X X X X X 4,6

QPN&C  /1050 55 5600 102
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5
Uvedené údaje mohou být během platnosti tohoto katalogu bez upozornění změněny.  Výpadek jednotlivého LED čipu, odchylka světelného toku a příkonu svítidla +/-10% jakož  
i teploty chromatičnosti +/-150K jsou v souladu s platnými standardy přípustné a nejsou důvodem k reklamaci svítidla. | Due to MODUS program of products development a data can be changed without 
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of 

1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

Kódové označení svítidla / codes: QN 3 A 600 /700ND

QN 3 A 600 /700ND
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& – 2 = 2900K, 3 = 3800K, 5 = 5300K lm – světelný tok svítidla / luminaire light output, * – ZHX11


